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	MB1

	Clause/
Subclause/
Annex/Figure/Table
(e.g. 3.1, Table 2)
	Paragraph/
List item/
Note/
(e.g. Note 2)
	Type of com-ment2
	Comment (justification for change)
	Proposed change
	Secretariat observations
on each comment submitted


	Template for comments and secretariat observations
	Date: 2010-09-13
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	1
	2
	(3)
	4
	5
	(6)
	(7)

	MB1

	Clause No./
Subclause No./
Annex
(e.g. 3.1)
	Paragraph/
Figure/Table/Note
(e.g. Table 1)
	Type of com-ment2
	Comment (justification for change) by the MB
	Proposed change by the MB
	Secretariat observations
on each comment submitted



	FR1 
	8.2.2.
	Table 8
	TE
	Class 3 , Class 4 and Class 5 are now sharing the same ISO limit.
CCF suppression intended to simplify comprehension but not to set same limit for various class
	Adapt LMA limit for each Class (see figure below)
Only Class 2 and Class 3 which have same area may share same limits but different from Class 1.

"Class 1" PICC 22/H0,5 [mV (peak)] 

"Class 2" PICC Min(9 ; 22/H0,5) [mV (peak)]
"Class 3" PICC Min(9 ; 22/H0,5) [mV (peak)] 

"Class 4" PICC Min(15 ; 40/H0,5) [mV (peak)] 

"Class 5" PICC Min(12 ; 34/H0,5) [mV (peak)] 

"Class 6" PICC 8 mV (peak)]

PCD limits to be updated accordingly.
	

	FR2 
	8.2.2
	Table 8
	ed
	typo
	Replace 

8 mV (peak)]

with

8 mV (peak)
	

	FR3 
	8.2.2
	Table 9
	ed
	typo
	Replace 

VLMA,PICC
with

VLMA,PCD
	

	FR4 
	8.2.2
	Table 9
	ed
	typo
	Replace 

7 mV (peak)]

with

7 mV (peak)
	

	FR5 
	8.2.2
	At the end
	ED
	The influence of test PCD assembly 2 on the measured values should be indicated in this document, not in the test methods document.
	Add a 2nd note after the note:

NOTE 2     The use of test PCD assembly 2 increases the measured values of PICC load modulation by a factor of approximately 2.
	


[image: image1.emf]PICC load modulation reception limit (with Test PCD assembly 1)
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1
MB = Member body (enter the ISO 3166 two-letter country code, e.g. CN for China)
** = ISO/CS editing unit

2
Type of comment:
ge = general
te = technical 
ed = editorial 

NB
Columns 1, 2, 4, 5 are compulsory.
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