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	NL1
	8.2.2
	Table 8
	te
	Harmonize LMA limits for classes 1-3
	Replace Table 8 by Annex A
	

	NL2
	8.2.2
	Table 9
	te
	Harmonize LMA limits for classes 1-3
	Replace Table 9 by Annex B
	

	NL3
	8.2.2
	Figure
	ed
	
	The figure shall illustrate the LMA limits for all classes.
Split into 2 figures, each showing limits for one test PCD assembly

	


Annex A:Table 8 0\IF >= 1 "A." 
— PICC load modulation amplitude limit
	
	
	PICC

	
	
	VLMA, PICC
	Test PCD assembly

	
	"Class 1" PICC
	22/H0,5 [mV (peak)]
	Test PCD assembly 1

	
	"Class 2" PICC
	22/H0,5 [mV (peak)]
	Test PCD assembly 1

	
	"Class 3" PICC
	22/H0,5 [mV (peak)]
	Test PCD assembly 1

	NO CHANGE
	"Class 4" PICC
	Min(18 ; 44/H0,5) [mV (peak)]
	Test PCD assembly 2

	NO CHANGE
	"Class 5" PICC
	Min(18 ; 44/H0,5) [mV (peak)]
	Test PCD assembly 2

	NO CHANGE
	"Class 6" PICC
	8 mV (peak)]
	Test PCD assembly 2


Annex B: Table 9 0\IF >= 1 "A." 
— PCD load modulation reception limit

	
	
	PCD

	
	
	VLMA, PCD
	Test PCD assembly

	
	Measured with Reference PICC 1
	18/H0,5 [mV (peak)]
	Test PCD assembly 1

	
	Measured with Reference PICC 2
	18/H0,5 [mV (peak)]
	Test PCD assembly 1

	
	Measured with Reference PICC 3
	18/H0,5 [mV (peak)]
	Test PCD assembly 1

	NO CHANGE
	Measured with Reference PICC 4 (optional)
	Min(16 ; 36/H0,5) [mV (peak)]
	Test PCD assembly 2

	NO CHANGE
	Measured with Reference PICC 5 (optional)
	Min(16 ; 36/H0,5) [mV (peak)]
	Test PCD assembly 2

	NO CHANGE
	Measured with Reference PICC 6 (optional)
	7 mV (peak)]
	Test PCD assembly 2
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