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	FR1
	title
	
	ED
	Consistency with the expression "electromagnetic disturbance" which is singular in 14443-2 and 14443-3 titles and in the text
	Replace the title by

"Test methods for electromagnetic disturbances" by "Test methods for electromagnetic disturbance"

and 
" Méthodes d'essai pour les perturbations électromagnétiques" by " Méthodes d'essai pour perturbation électromagnétique"
	

	FR2
	introduction
	
	ED
	The word "level" refers to the level of the EMD, not the EMD itself. It should be used only in these cases.
No comma before shall
	Replace
The electromagnetic disturbance (EMD) level refers to the EMD parasitically generated by the PICC through the activities of the digital circuits. A too-high EMD level can disrupt the communication between the PCD and the PICC because it can be incorrectly interpreted by the PCD as a valid PICC to PCD communication. Therefore, the EMD emitted by the PICC immediately before its response, shall not exceed a maximum value.

The EMD is determined like load modulation with a time domain measurement.

with 

The electromagnetic disturbance (EMD) refers to the EMD parasitically generated by the PICC through the activities of the digital circuits. A too-high EMD level can disrupt the communication between the PCD and the PICC because it can be incorrectly interpreted by the PCD as a valid PICC to PCD communication. Therefore, the EMD level emitted by the PICC immediately before its response shall not exceed a maximum value.

The EMD level is determined like load modulation with a time domain measurement.
	

	FR3
	5.2.2
	
	ed
	Annex I is now used in FDIS 10373-6
	Rename annex I to annex J in this amendment (and page 194 to page 199)

Refer to annex J
Same comment in 5.2.3.1, step e)
	

	FR4
	Figure Amd.9.1
	
	ed
	ISO style, consistency with amended document
	Use regular lower case letters, not small upper case letters.
No upper case "P" for "pattern"
Same comments for figure Amd.9.2
	

	FR5
	Figure Amd.9.1
	
	ed
	Consistency within the figure
	Add "Transmission" below PCD
(or delete "Transmission" below reference PICC) 

Same comment for figure Amd.9.2
	

	FR6
	7.1.7.2
	
	te
	As it is a PCD test, tE,PCD should be used
	Replace tE,PICC by tE,PCD
	

	FR7
	Figure Amd.9.2
	
	ed
	There is a small artefact below the box "Test Pattern"
	Delete this semi hidden  letter
	

	FR8
	7.1.7.3
	
	ed
	There is a white zone which partly hides the bottom of the paragraph
	Clean the document
	

	FR9
	7.2.2.1
	Note 1
	ED
	The low EMD time tE,PICCis a function of FDT for type A and TR0 for type B
	Replace
The low EMD time tE,PICC is a function of FDT as defined in of ISO/IEC 14443-3/Amd.4.
by

The low EMD time tE,PICC is a function of FDT/TR0 as defined in of ISO/IEC 14443-3/Amd.4.
	

	FR10
	7.2.2.4
	Step h), last sentence
	ED
	The exceptions are defined in 14443-2/Amd.3 and should not be redefined. Up to 2 periods above VE,PICC are allowed. 

	Replace

If the value is in between then check that the signal amplitude never exceeds VE,PICC for a time period greater than 16/fc.
by
If this value is in between then check that the signal amplitude complies with the specific requirements defined in ISO/IEC 14443-2/Amd.3 (maximum number of periods above VE,PICC, maximum period duration and minimum time between periods).
	

	FR11
	7.2.2.5
	
	ED
	The test report subclause refers to the wrong document
	Replace 
with the exceptions defined in ISO/IEC 14443-3/Amd.4.
by

with the exceptions defined in ISO/IEC 14443-2/Amd.3.
	

	FR12
	Annex I
	Page 7
	ed
	Some stars are missing in 2 "stars lines" below explanations in page 7
	Unless useful replace the 2 spaces by stars
	

	FR13
	Annex I
	
	ed
	Other programs in 10373-6 use a font with fix spacing (Courier)
	Use appropriate font and in necessary rearrange multiline comments for easy reading.
	

	FR14
	Annex I
	
	ed
	Consistency of wording
	Replace "sample rate" with "sampling rate":

- 4 times in comments

- 1 time in a printf command
	

	FR15
	Annex I
	Page 8
	ed
	Consistency
- "char*" is used once "char *" is used many times
- "* )" is used once "*)" is used many times
- indentation is not always regular
	Homogenise the spaces close to * and to )
	

	FR16
	Annex I
	
	ed
	The program comments are not consistent with each other
	Homogenise:

- the function start comments

- the function end comment (if they are needed)

- the "sub function start" comments
	

	FR17
	Annex I
	Page 10
	ed
	typo
	Replace "coputation" by "computation"
	


1
MB = Member body (enter the ISO 3166 two-letter country code, e.g. CN for China; comments from the ISO/CS editing unit are identified by **)

2
Type of comment:
ge = general
te = technical 
ed = editorial – For technical comments, please indicate whether your comment is a MAJOR or MINOR technical comment.

NOTE
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