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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights. 

Amendment X to ISO/IEC 14443-3:2011 was prepared by Joint Technical Committee ISO/IEC JTC 1, 
Information technology, Subcommittee SC 17, Cards and personal identification. 





 

 

Identification cards — Contactless integrated circuit cards - 
Proximity cards — Part 3: Initialization and anticollision 

Amendment X: Alternating PICC and PCD support 

Page 1, Clause 1 

Add new bullet after last bullet: 

" 

 optional means to let a device either to enter the role of a PICC or of a PCD for communicating with a 
PCD, resp. a PICC. 

" 

Replace last paragraph by: 

" 

This part of ISO/IEC 14443 is applicable to PICCs of Type A and of Type B, PCDs of Type A and of Type B 
and EPDs (as described in ISO/IEC 14443-2). 

"  

 

Page 2, Clause 4 

Add new abbreviated term: 

"EPD  Extended Proximity Device" 

 

Page 5, Clause 5 

Move existing clause 5 into new sub clause 5.2 

Create new clause 5 and sub clause 5.1: 

" 

5 Initial dialogs  

5.1 Alternating PICC and PCD support 

An extended proximity device (EPD) may alternately support PICC requirements (PICC mode, either Type A 
or Type B) and PCD requirements (PCD mode, Type A and Type B). 

The alternation between the PICC mode and the PCD mode may be manually selected or automatic. 

If the alternation is automatic then: 

 the default mode is PICC mode, 

 the PICC mode lasts more time than the PCD mode (alternating between Type A and Type B commands), 



 

 

 the PICC mode duration varies randomly. 

The EPD may detect an external operating field greater than 0,1875 A/m (rms) to decide not to enter PCD 
mode and to stay in PICC mode for a further random PICC mode duration. 

" 

 


